SSK - 1 SQUEEZE KEY 


Your new Nye Viking Squeeze Key is designed to give many years of trouble free use and re- 
quires practically no care. The "knife edge" bearings allow free movement of the keying pad- 
dles without further adjustment. The tension adjusting spring maintains the paddles against 
the bearing edge and the back stop. If the tension spring is adjusted for "feather touch" there 
is some tendency for the paddle to "float" up or down on the bearings - this in no way effects 
‘the operation of the key. . 


Wire the dot generator to the left hand contact assembly and the dash generator to the right 
hand set. Left handed people connect the keyer so that the right hand paddle produces dots 
and the left hand paddle dashes. 


To adjust spring tension remove the dust cover and loosen the 6-32 lock nut on the side of 
the dash paddle with a }" nut driver and adjust the screw to suit -- tighten lock nut when 
complete, 


To adjust the contact spacing or paddle travel loosen the two contact bracket mounting screws 
and adjust contact spacing to suit. 


Caution: Never attempt to clean the contacts with anything other than a very soft tissue - the 
gold plating is 24 carat and very soft. It would be destroyed by any abrasive. 


For best results, your squeeze key should be securely mounted to your operating table. To 
mount the key use #8 sheet metal type screws or #8 pan head machine screws. It will be 
necessary to remove one of the screws holding the contact assembly and turn the contact 
assembly aside -- secure the key base and readjust the contact assemblies. 


Some tips on using your new Nye Viking Squeeze Key: 


Although your Nye Viking Squeeze Key can be used with any electronic keyer one that provides 
true iambic keying will give you. the most enjoyment. JIambic keying simplifies the sending of 
Morse Code considerably over old fashioned "bugs" and single paddle electronic keys. Many 
letters are formed with a single squeeze such as "C"'s and "K"'s. These should be practiced 
until perfect. 

Start off by adjusting the speed control to the letter speed you intend to use even though it 
may take a little practice before your word speed catches up. 


Practice sending "C" by pressing the dash paddle first then the dot paddle holding both paddles 
closed until the "C" is completed then release the dash paddle first and then releasing the dot 
paddle. 


Practice "F" by closing the dot paddle and then the dash paddle on the second dot momentarily, 
then release the dot paddle during the last dot. 


Practice "K" the same as "C" except release the dot paddle first. 
"L" is transmitted the same as "F" except the dash is inserted after the first dot. 


"Q" and "Y" are easy squeeze key characters and are sent by closing the dash key and touch- 
ing the dot key momentarily at the right moment. 


"R" is sent by closing the dot paddle first then touching the dash paddle and then releasing the 
dot paddle. 


Keep the dust cover in place to reduce contact fouling. 


Wm. M. Nye Company, Ine. BELLEVUE, WASH. 98008 + (206) 454-4524 
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